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				Fabrics
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							3M Nextel FabricNewtex is an authorized distributor of 3M™ Nextel™ Ceramic Fabrics
	Zetex Fiberglass FabricZetex and ZetexPlus Fiberglass Fabrics are the Industry Standard for Heat & Fire Protection
	Z-Flex Aluminized FabricAdvanced Aluminized Fabrics for Heat Shielding and Radiant Heat Protection
	Z-Block Fire & SmokeFlame Retardant Fabrics for Fire Curtains and Fire Containment Systems
	Z-Shield Welding FabricAcrylic Coated High Temperature Fabrics for Welding Curtains and Fire Blankets
	Z-Tuff Silicone & PTFESilicone & PTFE Fabrics that Withstand High Temperatures, Chemicals, and Moisture
	Z-Sil Silica FabricFlexible, High-Silica Fabric for Welding Protection and Extreme Temperatures up to 2300F
	Z-Fil Fiberglass ClothStrong, Lightweight Filament Fiberglass Cloth for Facing & Coating
	Z-Tech Aramid FabricAramid Fabrics & OPAN/Aramid Blends for Strong Apparel & Covers
	Ceramic FabricCeramic Fabrics Withstand Extreme Temperatures up to 2300F
	Coating OptionsHigh Temperature Coatings Provide Added Performance Benefits


					

					
				
	Mats and Felts
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							Silica and Glass MatHigh Temperature Silica and Glass Mats for Industrial Insulation up to 1800F
	Ceramic InsulationCeramic Mat Provides Excellent Lightweight High Temperature Insulation up to 2400°F / 1316°C
	Panther FeltPanther Felt is a Flame Resistant Felt Insulation for Temps up to 1800F


					

					
				
	Tapes
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							3M Nextel TapesNewtex is an authorized distributor of 3M Nextel Ceramic Tapes
	Zetex Fiberglass TapesZetex and ZetexPlus Fiberglass Tapes for High Temperature Insulation and Lagging
	Z-Flex Foil TapesAluminum Foil Tapes for Heat Shielding and Radiant Heat Protection
	Z-Rock Basalt TapesShiny and Smooth Basalt Tape is Commonly Used for Exhaust Wrap
	Silica and Ceramic TapesSilica Tapes and Ceramic Tapes Resist Extreme Temperatures up to 1800F
	Final Sale for TapesDiscounted items 


					

					
				
	Ropes & Sleeves
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							RopesFiberglass, Ceramic, and Wire Ropes are used for High Temperature Gasketing and Sealing
	Sleeving3M Nextel and Fiberglass Sleeving Protect Cables, Wire, and Hoses from Heat
	Yarns and Threads3M Nextel, Kevlar, PTFE, & Fiberglass Yarns & Threads for High Temperature Systems and Apparel


					

					
				
	Compare & Quote
					
						
						
						
						
						
						

						

												OR Select a Category:

						

							FabricsHigh temperature fabrics for the fabrication of welding protection, insulation blankets, and PPE
	TapesHeat resistant tapes for high temperature gasketing, sealing, and insulation applications
	Ropes & SleevesHeat resistant ropes, braids, and sleeves for high temperature sealing and insulation applications
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								Z-Tuff Silicone & PTFE Coated Fabrics
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			Silicone & PTFE Fabrics that Withstand High Temperatures, Chemicals, and Moisture
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			Silicone and PTFE Fabrics offer superior resistance to chemicals, abrasion, moisture, and heat. Silicone is a rubbery, abrasion resistant coating available in gray or red. Silicone fabrics provide better UV, water, and abrasion resistance than PTFE fabrics. PTFE is a smooth, non-reactive coating commonly known by the brand name Teflon®. PTFE fabrics are ideal for applications where added toughness and chemical resistance are required.


Z-Tuff Silicone and PTFE Fabrics are commonly used as the outer layer of insulation blankets to protect from moisture and the outdoor environment. These high temperature fabrics are also frequently used in fire blankets or welding curtains that protect workers and equipment from heat and fire. 


Silicone fabric can withstand operating temperatures up to 500°F (260°C) and PTFE fabric can withstand temperatures up to 600°F (315°C). Z-Tuff Silicone and PTFE Fabrics both feature a fiberglass cloth base beneath the high temperature coating. The fiberglass cloth can withstand temperatures up to 1000°F (540°C), even if the silicone or PTFE coating burns off.

									Common Applications

				Insulation jacketing
	Welding curtains
	Blankets and covers for equipment protection


									
						
			
			

Related Downloads

	Newtex Performance Materials Overview (PDF)
	Welding Fabrics (PDF)






			
			
						
				
					Typical Applications & Industries

					Moisture & Chemical Barrier, Insulation, Lagging & Covers, Power Generation, Petroleum & Chemicals, Military & Homeland Security, 
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							Z-Tuff F-617 60” PTFE

							
								Item: 1100150
	Weight: 18.00 oz/sq yd610 g/sq m
	Thickness: 15 mils0.38 mm
	Length:  50.00 yards45.72 m


								Style: F-617
	Width: 60.00 in152.00 cm
	Operating Temp: 600 °F315 °C
	Ends X Picks: 48 x 32


							

						

						
							Data Sheet
							Quote Now
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							Z-Tuff F-614 60” PTFE

							
								Item: 1100149
	Weight: 14.00 oz/sq yd475 g/sq m
	Thickness: 12 mils0.30 mm
	Length:  50.00 yards45.72 m


								Style: F-614
	Width: 60.00 in152.00 cm
	Operating Temp: 600 °F315 °C
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							Quote Now
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							Z-Tuff F-575 60” Red Silicone

							
								Item: 1100147
	Weight: 17.00 oz/sq yd576 g/sq m
	Thickness: 18 mils0.46 mm
	Length:  50.00 yards45.72 m


								Style: F-575
	Width: 60.00 in152.00 cm
	Operating Temp: 500 °F260 °C
	Ends X Picks: 48 x 32
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							Quote Now
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							Z-Tuff F-575 60” Silver Silicone

							
								Item: 1100146
	Weight: 17.00 oz/sq yd576 g/sq m
	Thickness: 18 mils0.46 mm
	Length:  50.00 yards45.72 m


								Style: F-575
	Width: 60.00 in152.00 cm
	Operating Temp: 500 °F260 °C
	Ends X Picks: 48 x 32


							

						

						
							Data Sheet
							Quote Now
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							Z-Tuff F-500 60” Silver Silicone

							
								Item: 1100145
	Weight: 15.00 oz/sq yd509 g/sq m
	Thickness: 18 mils0.46 mm
	Length:  50.00 yards45.72 m


								Style: F-500
	Width: 60.00 in152.00 cm
	Operating Temp: 500 °F260 °C
	Ends X Picks: 48 x 32
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							Quote Now
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							Z-Tuff F-1085 60” Silver Silicone

							
								Item: 1100152
	Weight: 32.00 oz/sq yd1085 g/sq m
	Thickness: 38 mils0.97 mm
	Length:  50.00 yards45.72 m


								Style: F-1085
	Width: 60.00 in152.00 cm
	Operating Temp: 500 °F260 °C
	Ends X Picks: 45 x 36
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							Z-Tuff F-1085 60” Red Silicone

							
								Item: 1100151
	Weight: 32.00 oz/sq yd1085 g/sq m
	Thickness: 38 mils0.97 mm
	Length:  50.00 yards45.72 m


								Style: F-1085
	Width: 60.00 in152.00 cm
	Operating Temp: 500 °F260 °C
	Ends X Picks: 45 x 36
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							Quote Now
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					Need help with engineering or design?
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				Contact Newtex

				
					
	USA (800) 836-1001
	INT. (585) 924-9135
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